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The PX61 series is a 2 wire pressure 

transmitter. It is designed for refrigerant and 

general service purposes and can be used with 

most non-corrosive liquids. 

Low hysteresis 

High precision   

Easy installation 

Technical Data: 

Pressure range: see ordering data 

Output signal: 4…20mA 

Power supply: 24 VDC 

Linearity:  <1% FS 

Hysteresis: <0.5% FS 

Ambient temperature: 0…60ºC 

Medium temperature: 0…85ºC 

Media compatibility: ammonia, freon, most non-corrosive liquids 

Electrical connection type: two wire 

Electrical connection: Plug connection as per DIN EN 175301-803-A 

Process connection: 1/4” NPT 

Protection type: IP 65 as per DIN EN 60 529 

Temperature drift, zero-point: 0.07%/ ºC 

Temperature drift, measuring range: 0.05%/ ºC 

Material: 

• Parts that contact medium: Chrome-Nickel-Steel 1.4305, ceramics: Al2O3 

• Casing: Chromium-Nickel-Steel 1.4305 

• Gasket: FKM (Viton) 

Approval: CE 

PX61 Series

https://enercorp.com/products/pressure/
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Industry Usage: 

Energy management, Building automation, HVAC, Refrigeration, Waste management, 

Agricultural

http://enercorp.com
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Ordering data:

Item number Pressure range Overpressure proof

PX61-3015-R -30inHg…15psi 73psi

PX61-30100-R -30inHg…100psi 290psi

PX61-15-R 0…15psi 73psi

PX61-30-R 0…30psi 88psi

PX61-60-R 0…60psi 174psi

PX61-100-R 0…100psi 290psi

PX61-160-R 0…160psi 465psi

PX61-250-R 0…250psi 725psi

PX61-500-R 0…500psi 1500psi

PX61-1000-R 0…1000psi 2900psi
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